
 

CLEMCO 
 INTERNATIONAL GMBH 

 

Certificate of compliance with the order “2.1”
DIN EN 10204 

 
COVERING:   CQP- Couplings for Blast hoses 
 
Part. N°: Description for Blast Hose 
94350 D CQP - ¾ 19 x7 
08412 D CQP - 1 25 x 7 
08413 D CQP - 2 32 x 8 
08414 D CQP - 3 38 x 9 
07714 D CQP - 4 42 x 9 
 
Working Pressure  : 0..12 bar 
Working Temperature : - 15°C... +50°C 
Electrical resistance of the gasket: < 106Ω 
Application: only for blasting hoses 
 
 

 
We, Clemco International GmbH, hereby certify, that the above mentioned 
product has been tested by our company specific regulations and found in good 
order before despatch.  
 
 
 
 
Clemco International GmbH 
 
 
Geschäftsführer : 
Business manager: 
Directeur general : 
 
 
Bruckmühl, Germany, 28.03.07  

 
 

 



 

 

CLEMCO 
 INTERNATIONAL GMBH 

 

Werksbescheinigung „2.1“ 
nach DIN EN 10204  

 
Hiermit wird bestätigt, dass  
 

- diese Teile nach den CLEMCO  -internen QM- Prüfanweisungen geprüft  
und freigegeben werden.  

 
- diese Teile nicht unter den Geltungsbereich von Europanormen fallen 
 

Art. Nr.:  Modellbezeichnung  für Strahlschlauchabmessungen 
94350 D CQP - ¾ 19 x 7 
08412 D CQP - 1 25 x 7 
08413 D CQP - 2 32 x 8 
08414 D CQP - 3 38 x 9 
07714 D CQP - 4 42 x 9 
 
 
Arbeitsdruck  : 0...12 bar 
Arbeitstemperatur: -15°C... +50°C 
Elektrischer Widerstand der Dichtung: < 106Ω 
Anwendungsbereich:  Nur für Strahlschläuche ! 

 
 
 
 
Clemco International GmbH 
 
 
Geschäftsführer: 
Business manager: 
Directeur general : 
 
 
Bruckmühl, Germany, 28.03.2007  

 
 

 


